
Motor 2.0 Assembly Step -by -Step

Forest Dresden Motorized H -Rail



Step 1: Lay out all parts needed for assembly.



Step 2: Attach 
belt connector 
to belt.



Step 3: Feed the 
belt connector 
with the belt 
through the 
insert. 



Step 4: Loop 
around return 
pulley & feed 
connector back 
into opposite 
side of insert.



Step 5: Make 
sure return 
pulley is flush 
with insert. 



Step 6: Bring 
belt connector 
in line with 
insert as shown.



Step 7: Count 30 exact teeth and cut 
(teeth vary per track & motor).



Step 8: Attach teeth into belt connector.



Step 9: Slide belt connector into insert leaving 
4 teeth of space.



Step 10: On 
return pulley 
side, mark 15 
teeth from end 
of insert (a belt 
connectors 
length).



Step 11: On 
other side, 
disconnect the 
belt connector.



Step 12: Pull belt 
out of return 
pulley side, to 
have room to 
attach the right 
belt connector. 



Step 13: Attach 
right belt 
connector as 
shown. 



Step 14: Re-attach left belt connector, should 
look like this once complete. 



Step 15: On 
return side of 
track, feed 
carriers in.



Step 16: Place 
master on top of 
belt connector, 
feed into track.


